
MARCH 12, 1993
HIGHLY ERODIBLE SOIL MAP UNIT LIST

PIPESTONE COUNTY
C = .20 R = 120

TYPICAL TYPICAL
RECORD MAP UNIT SLOPE SLOPE
NUMBER SYMBOL MAP UNIT NAME T K I PERCENT LENGTH LS HELC
------ ----- ------------------------------------------------------ - --- ---- ------- ------- ---- -----
SD0013 AT ATHELWOLD SILTY CLAY LOAM 4 0.28 38 1 200 0.16 NHEL
ND0219 BAB BARNES LOAM, 1 TO 4 PERCENT SLOPES 5 0.28 48 3 175 0.34 NHEL
ND0219 BAB2 BARNES LOAM, 3 TO 6 PERCENT SLOPES, ERODED 5 0.28 48 5 175 0.71 NHEL
ND0219 BAC2 BARNES LOAM, 6 TO 12 PERCENT SLOPES, ERODED 5 0.28 48 9 150 1.40 PHEL*
SD0282 BRA BROOKINGS SILTY CLAY LOAM, 0 TO 3 PERCENT SLOPES 5 0.28 38 2 200 0.25 NHEL
MN0142 BUE BUSE LOAM, 18 TO 25 PERCENT SLOPES 5 0.28 86 22 100 4.80 HEL
MN0142 BUF BUSE LOAM, 25 TO 40 PERCENT SLOPES 5 0.28 86 33 100 9.50 HEL
MN0142 BWD BUSE-BARNES LOAMS, 12 TO 18 PERCENT SLOPES*** 5 0.28 86 15 100 2.50 HEL
MN0142 BWC2 BUSE-BARNES LOAMS, 6 TO 12 PERCENT SLOPES, ERODED*** 5 0.28 86 9 150 1.40 PHEL*
MN0142 BXD BUSE-SIOUX COMPLEX, 12 TO 18 PERCENT SLOPES*** 5 0.28 86 15 100 2.50 HEL
MN0142 BXE BUSE-SIOUX COMPLEX, 18 TO 40 PERCENT SLOPES*** 5 0.28 86 29 100 7.60 HEL
SD0231 BYD BUSE-VIENNA LOAMS, 12 TO 18 PERCENT SLOPES*** 5 0.32 48 15 100 2.50 HEL
SD0231 BYD2 BUSE-VIENNA LOAMS, 12 TO 18 PERCENT SLOPES, ERODED*** 5 0.32 48 15 100 2.50 HEL
SD0231 BYC BUSE-VIENNA LOAMS, 6 TO 12 PERCENT SLOPES*** 5 0.32 48 9 150 1.40 PHEL*
SD0231 BYC2 BUSE-VIENNA LOAMS, 6 TO 12 PERCENT SLOPES, ERODED*** 5 0.32 48 9 150 1.40 PHEL*
MN0067 DAB DARNEN LOAM, 2 TO 6 PERCENT SLOPES 5 0.28 48 4 175 0.50 NHEL
SD0206 ESA ESTELLINE SILTY CLAY LOAM, 0 TO 2 PERCENT SLOPES 4 0.32 38 1 200 0.16 NHEL
SD0206 ESB ESTELLINE SILTY CLAY LOAM, 2 TO 6 PERCENT SLOPES 4 0.32 38 4 175 0.50 NHEL
SD0206 ESB2 ESTELLINE SILTY CLAY LOAM, 2 TO 6 PERCENT SLOPES, ERODED 4 0.32 38 4 175 0.50 NHEL
SD0401 ETA ESTELLINE SILTY CLAY LOAM, DEEP, 0 TO 2 PERCENT SLOPES 5 0.28 48 1 200 0.16 NHEL
SD0168 FAA FLANDREAU SILT LOAM, 0 TO 2 PERCENT SLOPES 5 0.28 48 1 200 0.16 NHEL
SD0168 FAB FLANDREAU SILT LOAM, 2 TO 6 PERCENT SLOPES 5 0.28 48 4 175 0.50 NHEL
SD0168 FAB2 FLANDREAU SILT LOAM, 2 TO 6 PERCENT SLOPES, ERODED 5 0.28 48 4 175 0.50 NHEL
MN0069 FM FLOM AND ROLISS CLAY LOAMS*** 5 0.28 48 1 200 0.16 NHEL
SD0178 FOA FORDVILLE LOAM, 0 TO 2 PERCENT SLOPES 4 0.24 48 1 200 0.16 NHEL
SD0178 FOB2 FORDVILLE LOAM, 2 TO 6 PERCENT SLOPES, ERODED 4 0.24 48 4 175 0.50 NHEL
MN0013 HD HIDEWOOD SILTY CLAY LOAM 5 0.28 38 1 200 0.16 NHEL
MN0223 IHA IHLEN SILTY CLAY LOAM, 0 TO 2 PERCENT SLOPES 4 0.32 38 1 200 0.16 NHEL
MN0223 IHB IHLEN SILTY CLAY LOAM, 2 TO 6 PERCENT SLOPES 4 0.32 38 4 175 0.50 NHEL
MN0223 IRB IHLEN-ROCK OUTCROP COMPLEX, 0 TO 6 PERCENT SLOPES 4 0.32 38 3 175 0.34 NHEL
SD0161 KRA KRANZBURG SILTY CLAY LOAM, 0 TO 2 PERCENT SLOPES 5 0.32 38 1 200 0.16 NHEL
SD0161 KRB KRANZBURG SILTY CLAY LOAM, 2 TO 4 PERCENT SLOPES 5 0.32 38 3 175 0.34 NHEL
SD0161 KRB2 KRANZBURG SILTY CLAY LOAM, 3 TO 6 PERCENT SLOPES, ERODED 5 0.32 38 5 175 0.50 NHEL
ND0109 LP LA PRAIRIE LOAM 5 0.28 48 1 200 0.16 NHEL
ND0109 LC LAMOURE AND LA PRAIRIE SOILS, FREQUENTLY FLOODED*** 5 0.28 48 1 200 0.16 NHEL
SD0176 LA LAMOURE SILTY CLAY LOAM 5 0.28 86 1 200 0.16 NHEL
SD0176 LB LAMOURE SILTY CLAY LOAM, FREQUENTLY FLOODED 5 0.28 86 1 200 0.16 NHEL
SD0285 LSA LISMORE SILTY CLAY LOAM, 0 TO 3 PERCENT SLOPES 5 0.28 38 2 200 0.25 NHEL
MN0075 MA MARSH 5 0.28 38 1 200 0.16 NHEL
SD0061 MOA MOODY SILTY CLAY LOAM, 0 TO 2 PERCENT SLOPES 5 0.32 38 1 175 0.16 NHEL
SD0061 MOB MOODY SILTY CLAY LOAM, 2 TO 4 PERCENT SLOPES 5 0.32 38 3 175 0.34 NHEL
SD0061 MOB2 MOODY SILTY CLAY LOAM, 3 TO 6 PERCENT SLOPES, ERODED 5 0.32 38 5 200 0.71 NHEL
MN0075 QU QUAM SILTY CLAY LOAM 5 0.28 38 1 200 0.16 NHEL
SD0177 RA RAUVILLE SILTY CLAY LOAM 5 0.28 86 1 200 0.16 NHEL
SD0142 REA RENSHAW LOAM, 0 TO 2 PERCENT SLOPES 3 0.28 48 1 200 0.16 NHEL
SD0142 RED RENSHAW LOAM, 12 TO 18 PERCENT SLOPES 3 0.28 48 15 100 2.50 HEL
SD0142 REB RENSHAW LOAM, 2 TO 6 PERCENT SLOPES 3 0.28 48 4 175 0.50 NHEL
SD0142 REC RENSHAW LOAM, 6 TO 12 PERCENT SLOPES 3 0.28 48 9 150 1.40 PHEL*
SD0142 RNB2 RENSHAW-VIENNA-BUSE LOAMS, 2 TO 6 PERCENT SLOPES, ERODED*** 3 0.28 48 4 175 0.50 NHEL
SD0142 RNC2 RENSHAW-VIENNA-BUSE LOAMS, 6 TO 12 PERCENT SLOPES, ERODED*** 3 0.28 48 9 150 1.40 PHEL*



TYPICAL TYPICAL
RECORD MAP UNIT SLOPE SLOPE
NUMBER SYMBOL MAP UNIT NAME T K I PERCENT LENGTH LS HELC
------ ----- ------------------------------------------------------ - --- ---- ------- ------- ---- -----
MN0223 ROC ROCK OUTCROP-IHLEN COMPLEX, 6 TO 12 PERCENT SLOPES 4 0.32 38 9 150 1.40 PHEL*
SD0425 SOE SIOUX GRAVELLY LOAMY COARSE SAND, 2 TO 40 PERCENT SLOPES 2 0.10 0 21 100 4.40 PHEL
ND0231 SVA SVEA CLAY LOAM, 0 TO 3 PERCENT SLOPES 5 0.28 48 2 200 0.25 NHEL
MN0078 SWA SVERDRUP FINE SANDY LOAM, 0 TO 2 PERCENT SLOPES 4 0.20 86 1 200 0.16 NHEL
MN0078 SWB SVERDRUP FINE SANDY LOAM, 2 TO 6 PERCENT SLOPES 4 0.20 86 4 175 0.50 NHEL
SD0339 SYA SWENODA LOAM, 0 TO 2 PERCENT SLOPES 5 0.24 56 1 200 0.16 NHEL
SD0339 SYB SWENODA LOAM, 2 TO 6 PERCENT SLOPES 5 0.24 56 4 175 0.50 NHEL
ND0229 TO TONKA SILT LOAM 5 0.32 48 1 200 0.16 NHEL
SD0338 TRA TRENT SILTY CLAY LOAM, 0 TO 3 PERCENT SLOPES 5 0.28 38 2 200 0.25 NHEL
MN0185 TS TROSKY SILTY CLAY LOAM 4 0.28 86 1 200 0.16 NHEL
SD0231 VAC VIENNA LOAM, 6 TO 12 PERCENT SLOPES 5 0.32 48 9 150 1.40 PHEL*
SD0231 VAC2 VIENNA LOAM, 6 TO 12 PERCENT SLOPES, ERODED 5 0.32 48 9 150 1.40 PHEL*
SD0231 VBA VIENNA SILTY CLAY LOAM, 0 TO 2 PERCENT SLOPES 5 0.32 38 1 200 0.16 NHEL
SD0231 VBB VIENNA SILTY CLAY LOAM, 2 TO 4 PERCENT SLOPES 5 0.32 38 3 175 0.24 NHEL
SD0231 VBB2 VIENNA SILTY CLAY LOAM, 3 TO 6 PERCENT SLOPES, ERODED 5 0.32 38 5 175 0.50 NHEL
SD0392 WH WHITEWOOD SILTY CLAY LOAM 5 0.28 38 1 200 0.16 NHEL

HIGHLY ERODIBLE LAND CLASSIFICATION
-----------------------------------------------------------
NHEL = NOT HIGHLY ERODIBLE LAND
PHEL = POTENTIALLY HIGHLY ERODIBLE LAND AND REQUIRES A FIELD VISIT TO DETERMINE A REPRESENTATIVE SLOPE PERCENT AND

LENGTH FOR FSA PURPOSES.
HEL  = HIGHLY ERODIBLE LAND

*  THESE PHEL MAP UNITS ARE CONSIDERED HEL BASED ON TYPICAL SLOPE PERCENTAGE AND LENGTH FOR DETERMINATIONS MADE IN
THE OFFICE.

** THESE PHEL MAP UNITS ARE CONSIDERED NHEL BASED ON TYPICAL SLOPE PERCENTAGES AND LENGTH FOR DETERMINATIONS MADE
IN THE OFFICE.

*** USE THE MOST LIMITING SOIL IN THE COMPLEX TO DETERMINE THE RATING.  ONLY ONE RATING IS GIVEN FOR A COMPLEX.

HELC FOR WIND EROSION IS BASED ON THE C X I DIVIDED BY T IS EQUAL TO OR GREATER THAN 8.

HELC FOR WATER EROSION IS BASED ON THE R X K X LS DIVIDED BY T IS EQUAL TO OR GREATER THAN 8.
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